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: 3-11. AIR COMPRESSOR DRIVE (Figare 3-17)

ol a. Disassembly

T | (1) Remove the guard--(SS)._

: (2) Refer to Chapter 2 for procedures aﬁd remove the co:;npresscr drive beits.

- (3) Remove the cotter pins (9), nuts(w},_ and studs (11) to free tha pillow biccks (13 and 41) znd
= spacers (14 and 42) from the frame. '

: (4) Remove the nuts (52} and bolts (49) to' disconnect the yoke flange iSJ) from the flange (30).
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Legend for 3-17. Air Compressor Drive
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(5) Disconnect the air line from the clutch (34).

NOTE

The air compressor drive can now be removed as a :

unit, if desired.

(6) Remove the cotter pin (51),'nut (48), washer (47), flange (50), and key (18).
), seals (6 and 8), and B

(7) Remove the nuts (1), lockwashers (2), bolts {3), seal retainers (4 and 5),

bearing (7) from the pillow block (13).

ckwashers (28), retainers (37 and 45), seals (38 and 44), spacers

(8) Remove nuts (46), bolts (35) lo
(39 and 43) and bearing (40) from the pillow block (41)

(9) Remove the bolts (17) lockwashers (18}, retamer (20), seal {21), bearing (22), shaft (19), and

1 key (15).

(10) Remove the bolts (27), I_ockwashers ), bearing (25}, and spacer (24)

(28), retainer (29), seal (25

from the sheave. (23).

1. |
b. Cleaning. Clean all parts, except the grease seals, in an approved solvent.

¢. Inspection.

(n " Inspect 2ll parts for damage or wear and replace as necessary.

(2) Inspect the grease seals for serviceable condition.

NOTE

|f there was evident of grease leaking around the pillow

-

blocks, the seals should be replaced.

d. Reassembly. Reassemble the air compressor drive by reversing dlsassembly procedures

3.12. AIR COMPRESSOR DRIVE CLUTCH (Figure 3.18). Perform the following procedures to, dis-

~ assembile the air comprassor drive clutch.

ove the setscrew (1), and remove the nut {2).

~  a. Loosen or rem
(4) attached from the hub and back plate {11).

h- Remmra the front plate. (3) with the dxaphragm

move the msulatxon plate (5)



